
 

STEP 1 STEP 2 STEP 3 STEP 4 

 

STEP 5

STEP 7 STEP 6

DILUTE BIOLOGICAL 

SEWAGE SLUDGE UP 

TO A DRY MATTER    

6-8%.

FENTON REACTION. 

TO REACH PH 3.5. 

THE ORGANIC 

MATTER IS 

PARTIALLY 

MINERALIZED.

TREATED SLUDGE 

READY TO 

RECYCLING

FILTRATION OF 

CHEMICAL SLUDGE 

TO DISPOSAL

DISCHARGE WATER 

IN SEWAGE OR IN 

STREAM

ACHIEVE AND KEEP 

PH 2. METALS ARE 

NOW IN IONIC 

FORM

DEHYDRATION OF 

SLUDGE BY FILTER

LEACHATE STORAGE 

AND ITS PARTIAL RE-

CYCLE IN THE HEAD 

OF THE TREATMENT

ELECTRO-CHEMICAL 

/ CHEMICAL 

TREATMENT OF 

LEACHATE

FINAL 

PURIFICATION OF 

LEACHATE

WATER

FeSO4

H2SO4H2O2

NaOH/CaOH POLYELECTROLYTE

FeCl3

LEACHATE

CHEMICAL SLUDGE

CHEMICAL 

SLUDGE


